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DAF 8000.1 & DAF 12000.1 Strapable connection

Strapable connection makes two of same amplifiers linked to 2ohm. 
Strapable connection makes the power double than their each 1ohm power.
Please read the following connection and diagram carefully to make correct connection.
Strapable input connection
Step 1. Connect the Master amplifier to the head-unit and set its output master / input slave switch 
to output master. 
Step 2. Set Slave amplifier output master / input slave switch to input slave.
Step 3. Connect RCA cable from the master to the slave amplifier as shown in the diagram.
Strapable speaker connection
Step 1. Connect speaker cable (   ) on master ampli�er to subwoofer (   )
Step 2. Connect speaker cable (   ) on slave ampli�er to subwoofer (   )
Step 3. Connect speaker cable (   ) on master ampli�er to speaker cable (   ) on slave  ampli�er

4 - 2ohm
s

In strapable connection,
DAF 8000.1 & DAF 12000.1 minimum working impedance is 2ohm.
Impedance lower than 2ohm strapable connection can damage the amplifiers

Connect positive of master amplifier’s terminal to 
positive of subwoofer’s terminal

Connect negative of master 
amplifier’s terminal to 
negative of slave amplifier’s 
terminal

Connect positive of slave amplifier’s terminal to 
negative of subwoofer’s terminal

MASTER AMPLIFIER

SLAVE AMPLIFIER



TROUBLE SHOOTING

NO POWER LED ON, NO OUTPUT

   Check +12V and GND connection
   Check remote signal +12V
   Check the external fuses or built-in.

POWER LED ON, NO OUTPUT

   Check source unit for output
   Check input gain control
   Check RCA cable
   Check speaker and wiring for shorts
   Check for damaged speakers

NO SOUND ON ONE CHANNEL

   Swap left/right input to check source
       ... If sound swaps too, source or signal cable is bad
   Swap left/right speaker to check speakers
       ... If sound does not swap, speaker or speaker wiring is bad
       ... In any case, consult authorized dealer

AMPLIFIER GOES IN PROTECTION MODE AT HIGHER GAIN

   Check speaker impedance 
     DAF 8000.1 & DAF 12000.1 are 1ohm or 2ohm strapable. 
     DAF 2000.1 is 1ohm.
   Check working voltages ( 9V - 16Volts )
   Check speaker wiring for short circuit

ENGINE OR ALTERNATOR WHINE NOISE

   Check wiring. make sure RCA cables are not run parallel on same side of vehicle as power cable.
   Check any preamps or black boxes in the signal path between source unit and amplifier
   Make sure ground pin ( shield or outer barrel of RCA cables ) have not lost connection and
    that source unit has good reference ground.
   














